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®New products in MÄDLER ® catalogue 43
Timing Belt Pulleys 
T5 and AT5 
from Steel, 
for Taper Bushes

Page 156, 165

Distance Bushes 
for Tensioning Rollers 
TS

Page 214

Mounting Screws for 
Tensioning Wheels 
KSP-R, Stainless Steel

Page 131

Timing Bars 
for Timing Belts
HTD 5M and 8M, 
Stainless Steel

Page 196

Double-Strand Roller 
Chains DIN ISO 606 
(formerly DIN 8187), 
Stainless Steel

Page 51

Timing Bars 
for Timing Belts AT3,
Aluminium

Page 192

Belt Tensioners 
SPANN-BOX®

Size 1

Page 218

Open-Length Timing 
Belts T10 and AT10, 
Width 40 mm

Page 202

Double-Strand 
Sprockets ZRR from 
Stainless Steel 

Page 109

Timing Belt Pulleys 
T10 and AT10 
from Aluminium, 
Width 40 mm 

Page 158, 167

Screw Sets for 
Tensioning Rollers 
TS

Page 215

Chain Tensioners 
SPANN-BOY® TS-EP

Page 140

Ready-to-Install 
Clamping Plates for 
Timing Belts T10 and 
AT10, Width 40 mm

Page 200

Connecting Links K1 
with Spring Clip, 
Slim Version, 
Stainless Steel

Page 64

Timing Bars 
for Timing Belts 
HTD 5M, Steel

Page 194

High Performance 
Endless Narrow 
V-Belts DIN 7753,
ISO 4184 from EPDM

Page 228

Endless Timing Belts 
T10 and AT10, 
Width 40 mm

Page 208

Double-Strand 
Sprockets ZRG, 
with Hardened Teeth

Page 117

Timing Belt Pulleys T5  
System MAED-FIX 
from Aluminium, 
with Clamp Hub

Page 152

Tensioning Rollers / 
Idlers TS for Belt 
Drives

Page 214

Chain Tensioning 
Wheels KSP-R, with 
Bearing, Stainless 
Steel

Page 131

Timing Bars 
for Timing Belts 
HTD 8M, 
Aluminium

Page 195

Single-Strand Roller 
Chains, similar to 
DIN ISO 606, Stainless 
Steel, with Straight 
Plates
Page 48

Timing Bars 
for Timing Belts 
T5 and T10, 
Stainless Steel

Page 191

Belt Tensioners 
SPANN-BOY® TS and 
SPANN-BOX® Size 0

Page 217

Clamping Plate 
Work Pieces for 
Timing Belts

Page 201

Double-Sprockets 
ZRENG, for two Single-
Strand Roller Chains,
with Hardened Teeth

Page 107

Timing Belt Pulleys 
T10 and AT10 
from Steel, 
for Taper Bushes

Page 160, 169

Supports for 
Tensioning Rollers TS

Page 214

Sprocket Sets for 
Chain Tensioners, 
Double-Strand,
Stainless Steel

Page 132

Flanges for Timing 
Belt Pulleys, 
Stainless Steel

Page 198

Connecting links  M1
with Spring Clip, 
Slim Version, 
Stainless Steel

Page 64

Timing Bars 
for Timing Belts 
AT5 and AT10, 
Stainless Steel

Page 193

Optical 
Belt Tensionmeter 
OTM-1

Page 219

Open-Length Timing 
Belts PAZ T10 and 
AT10, Width 40 mm

Page 203

Double-Strand 
Sprockets ZRF 
from Steel, 
Ready-to-Install

Page 110

Spur Gears from Steel, 
Module 10, Straight 
Tooth System

Page 280

Locking Assemblies 
COM-C,  Stainless

Page 366

Mounting Aids 
for Gear Racks, 
Straight Tooth System

Page 303

Spur Gears from 
Stainless Steel,  
Wide Version

Page 287

Locking Assemblies 
SSGK, Short Version

Page 381

Locking Assemblies 
COM-A, QPQ-Coated

Page 359

Spur Gears from 
black Plastic with 
Steel Core, 
Straight Tooth System

Page 253

Locking Assemblies 
COM-B, QPQ-Coated

Page 363

Internal Gears Module 
1 from Stainless Steel 
and Modul 2.5 and 
Module 3 from Steel

Page 294

Spur Gears Module 8
from Steel, Straight 
Tooth System, Teeth 
Induction Hardened

Page 283

Locking Assemblies 
COM-L, QPQ-Coated

Page 372

Geared Racks 
Module 10 from Steel, 
Straight Tooth System

Page 306
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Single, Precision 
Universal Joints 
WENR, Stainless Steel, 
with Needle-Roller 
Bearings
Page 449

Cylindrical Drill 
Bushes DIN 179 A

Page 508

Flange Bearing Units 
FK and FF, 
Nickel-Plated

Page 476

Linear Bearings
ISO Series 3, 
Stainless Version, 
Self-Aligning and not 
Self-Aligning
Page 553

Ball Flange Bearings 
UCFC (Grey Cast Iron)

Page 468

Flanged Hubs for 
Toothed Shafts 
DIN 5480

Page 535

Locking Assemblies 
TOK, Blank or with 
Corrosion Protection

Page 385

Freewheels

Page 490

Tandem Linear 
Bearings KBT-ST-FL 
with Round Flange, 
Long Design

Page 558

Linear Bearings 
Units KG-3-KST-O 
ISO Series 3, with 
Steel Jacket Bush, 
Short Version
Page 561

Slip Shafts with Joints 
PWNR, Stainless Steel, 
with Needle-Roller 
Bearings

Page 451

Clamp Collars for 
Spline Shafts - 
DIN ISO 14,
Aluminium and Steel

Page 533

Single Direction 
Thrust Ball Bearings, 
MÄDLER®

and SKF®

Page 483

Linear Bearings 
KB-3-ST-O 
ISO Series 3, 
with Steel Sleeve,
Open Design
Page 557

Light Series Ball 
Flange Bearings KFL / 
SSKFL with Setscrew, 
UFL / SSUFL with 
Eccentric Ring
Page 473

Linear Bearings 
KB-1-ST ISO Series 1, 
Steel Sleeve, without 
Seals

Page 545

Elastic Couplings 
MAEPEX®

Page 427

Thrust Washers, 
Self-Lubricating

Page 497

Tandem Linear 
Bearings KBT-ST-VL 
with Square Flange, 
Long Design

Page 559

Linear Bearings Units 
KG-3-ST ISO Series 3,
with Steel Jacket Bush

Page 566

Elastic Couplings 
MAEPEX®

3-part Version

Page 428

Cylindrical, Flanged 
Drill Bushes 
DIN 172 A

Page 505

Pillow Block Bearing 
Units BK, BF, EK and 
EF, Nickel-Plated

Page 474

Linear Slide Bearings 
PO-1 from Plastic, 
ISO Series 1, Premium, 
Closed Design

Page 547

Ball Pillow Block 
Bearings UCPA 
(Grey Cast Iron)
and SSUCPA
(Stainless Steel)
Page 465

Toothed Shafts 
DIN 5480

Page 534

Locking Assemblies 
TMK, Blank or with 
Corrosion Protection

Page 384

Tapered Roller 
Bearings MÄDLER®

Page 487

Linear Bearings 
KB-ST-F with Round 
Flange

Page 558

Linear Bearings 
Units KG-3-KST 
ISO Series 3, with 
Steel Jacket Bush, 
Short Version
Page 561

Double, Precision 
Universal Joints 
WDNR, Stainless 
Steel, with Needle-
Roller Bearings
Page 449

Cardan Adapters 
KARA and Adapter 
Consoles KONA for 
Flange Nuts

Page 518

Stainless Steel Single 
Row Deep Groove Ball 
Bearings MÄDLER®

Page 482

Linear Bearings 
KB-3-ST ISO Series 3, 
with Steel Sleeve,
Closed Design

Page 557

Light Series Ball Pillow 
Block Bearings KP /
SSKP with Setscrew,
UP / SSUP with 
Eccentric Ring
Page 472

Hubs for Toothed 
Shafts DIN 5480

Page 535

Elastic Couplings 
RNKC, backlash-free,
with Clamp Hubs, 
Short Version

Page 420

Shim Rings 
DIN 988

Page 496

Linear Bearings 
KB-ST-V with Square 
Flange, Short Design

Page 559

Linear Bearings Units 
KG-3-FST ISO 
Series 3, with Steel
Jacket Bush, Flange 
Version
Page 563

Tandem Linear-
Bearing Units KGT-3-
ST ISO Series 3, with
Steel Jacket Bush

Page 569

Accuride® Slides 
DA 4165, Width 26.5 
mm, to 270 kg, Full 
Extension Two-Way 
Travel
Page 627

Accuride® Slides 
DZ 2720, 
Width 9.5 mm, 
to 20 kg, 
3/4 Extension
Page 581

Profiled Track Rollers 
LFR, Stainless Steel

Page 572

Accuride® Slides DS
5334, Width 19.1 mm, 
to 90 kg, Over 
Extension, Stainless

Page 615

Accuride® Slides DZ 
3630, Width 21.6 mm, 
to 45 kg, Over
Extension in both 
Directions
Page 596

Linear Bearings Units 
KG-3-STO 
ISO Series 3, with
Steel Jacket Bush

Page 566

Accuride® Slides DZ 
3932 and DZ 3932 EC, 
Width 12.7 mm, to 68 
kg, Full Extension

Page 609

Miniature Profile Rail 
Guides HQ, 
Stainless Steel

Page 574

Tandem Linear-
Bearing Units KGT-3-
STO ISO Series 3,
with Steel Jacket Bush

Page 569

Accuride® Slides 
DZ 4180, 
Width 35 mm, 
to 980 kg, 
Full Extension
Page 629

Accuride® Slides 
DZ 2730, 
Width 19.0 mm, 
to 30 kg, 
Full Extension
Page 591
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Cylinder Conveyor 
Rollers from Steel

Page 659

Locknuts KMV, Square 
Shape, with Locking 
Pins

Page 673

Transport Castors

Page 643

Locknuts GUK with 
Polyamide Insert, 
Self-Locking

Page 668

Adjusting Rings 
DIN 703, 
Black Oxided

Page 682

Shaft Collars, Clamp 
Collars, Single-Split, 
Type S (Slim),
Stainless Steel

Page 692

Assembly Plugs for 
Mini Ball Transfer 
Units 305

Page 660

Locknuts DIN 70852, 
Steel, Zinc-Plated Steel 
or Stainless Steel

Page 678

Lifting Castors

Page 651

Locknuts KMT-R with 
Locking Pins, 
Stainless Steel

Page 671

Shaft Collars, Clamp 
Collars Double-Split, 
Inch Size Bore

Page 687

Shaft Collars, Clamp 
Collars Single-Split, 
Type K with Clamping 
Lever

Page 696

Cylinder Conveyor 
Rollers from Plastic

Page 658

Locknuts KMTA with 
Locking Pins

Page 672

Apparatus Castors

Page 639

Mini Ball Transfer 
Units 306 / 307 
with Plain Bearing,
Screw-In-Version

Page 660

Adjusting Rings 
DIN 705 A, with 
Hexagon Socket Set 
Screw

Page 681

Rubber Pads for 
Shaft Collars B1

Page 689

Mini Ball Transfer 
Units 305 with 
Plain Bearing

Page 660

Internal Tab Washers 
DIN 462 for Slotted 
Round Nuts DIN 1804

Page 677

Compact Castors

Page 649

Locknuts KMM 
and KMMR, Single-
Splitted, with Clamp 
Screw

Page 669

Shaft Collars, Clamp 
Collars Single-Split, 
Inch Size Bore

Page 686

Shaft Collars, Clamp 
Collars, Double-Split, 
Type S (Slim), 
Stainless Steel

Page 692

Turnbuckles 
DIN 1480

Page 708

Adjustable Clamping 
Levers K with External 
Thread, for Clamp 
Collars

Page 698

Nuts similar to 
DIN 508 for Tee Slots 
DIN 650, Rhombus 
Shape

Page 714

Ring Bolts and Ring 
Nuts, Stainless Steel, 
Cast Version

Page 720

Nuts DIN 508 
for Tee Slots DIN 650, 
with Ball

Page 713

Washers DIN EN ISO 
7089 (ex DIN 125 A),
Zink-Plated and 
Stainless Steel

Page 704

Lifting Eye Bolts 
DIN 580 (Ring Bolts), 
Steel, Zinc-Plated Steel 
and Stainless Steel, 
Forged Version
Page 718

Spherical Washers and 
Conical Seats 
DIN 6319, 
Stainless Steel 1.4401

Page 722

Hexagon Nuts, 
Metrical Thread, with 
Polyamide Insert, 
DIN 982 and DIN 985

Page 706

Shaft Collars, Clamp 
Collars, Single-Split, 
Type GRK with 
Mounting Flat and  
Clamping Lever
Page 697

Nuts similar to 
DIN 508 for Tee Slots 
DIN 650, long Version

Page 714

Lifting Eye Nuts 
DIN 582 (Ring Nuts), 
Steel, Zinc-Plated Steel 
and Stainless Steel, 
Forged Version
Page 719

Nuts DIN 508 for Tee 
Slots DIN 650

Page 713

Metric Threaded Bars, 
Steel, Strength 10.9,
8.8 Fine Thread, 
8.8 Left-Handed and 
Stainless V4A
Page 702

Studs DIN 6379 for 
Use with Tee Nuts

Page 716

Spherical Washers 
and Conical Seats 
DIN 6319, Type G

Page 721

Retaining Rings 
DIN 471 for Shafts, 
Steel and Stainless 
Steel

Page 726

Hexagon Socket Set 
Screws ISO 4029 
(formerly DIN 916) 
with Cup Point

Page 737

Parallel Pins 
According to 
DIN 6325

Page 730

Split Pins 
DIN EN ISO 1234 
(formerly DIN 94), 
Steel, Zinc-Plated and 
Stainless Steel
Page 728

Spring Plungers with 
Ball and Head

Page 741

Woodruff Keys 
DIN 6888 from Steel 
and Stainless Steel

Page 734

Spherical Washer-and-
Seat-Combinations,
Steel and Stainless 
Steel

Page 723

Hexagon Socket Set 
Screws ISO 4027 
(formerly DIN 914) 
with Cone Point

Page 736

Bolts with Pinholes,
Steel, Zinc-Plated and 
Stainless Steel

Page 729

Retaining Rings 
DIN 472 for 
Boreholes, Steel and 
Stainless Steel

Page 727

Socket Shoulder 
Screws similar 
ISO 7379, Steel and 
Stainless Steel

Page 738

Parallel Pins with 
Internal Thread 
according to DIN 7979

Page 731
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Grub Screws 
with Thrust Point, 
DIN 6332, 
Stainless Steel

Page 772

Angular Drives OW3 
with Plastic Bevel 
Gears on Metal Plate

Page 874

Rubber-Metal Buffers 
KP with internal 
Thread

Page 783

Worm Gear Units 
KES 15

Page 896

Machine Mounts,
not Failsafe,
Oval and Square

Page 778

Planetary Gear 
MPS

Page 890

Spring Plungers with 
Moving Ball and 
Internal Hexagon

Page 745

Angle Joints 
DIN 71802 with 
mounted Sealing Cap, 
Zinc-Plated or 
Stainless Steel
Page 819

Motor Controller 
SFRG 06 for DC and
BLDC Drives

Page 917

BALLISTOL®

Maintenance and 
Repair Sprays

Page 1026

Rubber Pads for 
Levelling Pads 2259

Page 773

Miniature Bevel 
Gearboxes MKU
Model L

Page 881

Rubber-Metal 
Fastening-Bushes 
Maed-Flex

Page 792

Servo Worm Gear 
Units ZM/S

Page 908

Rubber Buffers GH

Page 780

Motor Adaptation 
MPS and MPL

Page 894

Spring Plungers, 
Smooth, with Moving 
Ball, Stainless Steel

Page 747

Ball Knobs DIN 319 
from Rubber NBR, 
Version E, with Thread

Page 845

Worm Gear 
Screw Jacks NPK, 
with Ball Screw 
Spindle

Page 976

CRC®

Care and Maintenance 
Products for the Food 
Industry

Page 1029

Hose Clamps 
DIN 3017-1
Steel Zinc-Plated and
Stainless Steel

Page 749

Universal Handles 
GT and GT-A from 
Silicone or Rubber 
NBR

Page 848

Rubber-Metal Buffers 
MGH, Hollow Design, 
with Mounting Bore

Page 781

Reducing Bushes 
MPS and MPL

Page 894

Machine Mounts, 
Failsafe,
Oval and Square

Page 777

Miniature Bevel 
Gearboxes MKU
Model H

Page 881

Spring Plungers with 
Ball and Internal 
Hexagon

Page 744

Sealing Caps for 
Joints DIN 71802

Page 818

Motorbases RMW

Page 915

Accessories for Worm 
Gear Screw Jacks

Page 978

Thrust Pads with 
Spring Retainer 
according to DIN 6311 
and Factory Standard, 
Stainless Steel
Page 772

Miniature Bevel 
Gearboxes MKU
Model K

Page 881

Rubber-Metal Buffers 
KPR-A, with Threaded 
Stud and KPR-I with 
internal Thread

Page 784

Worm Gear Units 
KES 30

Page 898

Rubber Pads for 
Machine Mounts,
Oval and Square

Page 779

Planetary Gear 
MPL

Page 892

Spring Plungers with 
Moving Ball and Slot, 
Strong Spring Tension

Page 745

Axial Joints 
similar DIN 71802, 
Zinc-Plated Steel or 
Stainless Steel

Page 820

Linear Actuators MM 
(Lifting Devices)

Page 970

Caramba 
Maintenance and 
Repair Sprays

Page 1028

Accessories for 
Grease Guns

Page 1045

LIQUI MOLY
Lubricants

Page 1032

SKF® 

Lubricants

Page 1041

Protective Caps  
for Grease Nipples 
DIN 71412

Page 1046

LOCTITE® Thread 
Lockings 270, 2400 
and 2700

Page 1034

WD-40 Specialist®
Maintenance and
Repair Sprays

Page 1043

Grease Guns

Page 1044

LIQUI MOLY 
Maintenance and 
Repair Sprays

Page 1030

OKS®

Maintenance and 
Repair Sprays and 
Lubricant Pastes

Page 1040

Grease Nipples 
DIN 71412

Page 1046

LIQUI MOLY 
Thread Lockings and 
Flange Sealant

Page 1033

WD-40®

Multi-Use Products

Page 1042
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